ABSTRAK
[bookmark: _GoBack]Material komposit mulai dilirik karena memiliki beberapa keuntungan jika dibandingkan dengan material anorganik lainnya,dengan memanfaatkan limbah tulang sapi yang diolah menjadi serbuk Hidroksiapatit sebagai  filler dan Borosilikat sebagai matriks, dengan Variasi Putaran 910 Rpm, 1330 Rpm, 2000 Rpm,dilakukan untuk mendapatkan nilai sifat mekanik yang lebih baik diantaranya nilai kekerasan dan kekuatan tekan. Dari material biokomposit hidroksiapatit, Silika, dan Borak didapatkan nilai kekerasan Shore Scleroscope terbaik pada spesimen biokomposit dengan variasi putaran 1330 Rpm, dengan nilai 15,83 SHN, dan nilai kekuatan tekan tertinggi pada spesimen dengan variasi putaran 1330 Rpm, dengan nilai 6,33 N/mm2. Dari hasil uji diatas terlihat variasi putaransangat berpengaruh terhadap nilai kekerasan dan kekuatan tekan .
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ABSTRACT
TheComposites matrial was demanded because it has some benefits if we compare with banother anorganic material. With using the waste of cow bone which have been treated to be the powder of hydroxyapatite as a filler and borosilicate as a matric, with a roundvariation 910 Rpm, 1330 Rpm, 2000 Rpm, do it to get the value of mechanic characterwhich better that consist of violence valve and power pressure. From the hydroxyapatite biocomposites Silica, and borak material there are violence value of thenbest Shore Seleroscope on the biocomposites specimens with the round variation 1330 Rpm, With value 15,83 SHN and the highest power pressure value on the specimens with the round variation 1330 Rpm, With value6,33 N/mm2, From the result of the test above, we can see that is the lab variation take effect so much for violence value and power pressure.
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