ABSTRAK
Pada sa’at sekarang ini pelaku usaha  perahu tradisional di Indonesia dari zaman dahulu sampai sekarang lebih bergantung pada kayu sebagai bahan baku utama dalam pembuatan Perahu, yang mana  jenis-jenis kayu yang di gunakan seperti kayu Ulin, Jati, Damar, dan Katondeng dan lain-lain, sangat sulit didapatkan baik di hutan maupun dipasaran, oleh karena itu kita perlu memikirkan material alternatip pengganti kayu untuk dinding perahu terbuat dari komposit, karena komposit berarti material gabungan dari dua atau lebih material yang berbeda yang digabung atau dicampur secara makroskopis menjadi suatu material yang berguna.  Komposit dalam penelitian ini menggunakan serat penguat dari alam yaitu Bambu Apus, adapun alasan menggunakan bambu yaitu suatu material yang kokoh, kuat sekaligus ringan serta material yang berlimpah banyak ditemukan didaerah tropis terutama di Indonesia dan juga bambu memiliki sifat tarik dan bending yang baik. Jadi kita perlu melakukan penelitian tentang pembuatan komposit yang tahan korosi, anti pecah, dan tahan terhadap benturan karang serta hempasan ombak laut, yaitu dengan cara mengatur komposisi dan karakterisasi dari bahan baku pembentukanya. Adapun tujuan dari penilitian ini yaitu memperbaiki sifat meknik bambu, serta dapat digunakan untuk dinding perahu sebagai material alterantip pengganti kayu. Jadi dalam penelitian ini, jenis komposit yang dibuat yaitu serat alam dari bambu apus sebagai penguat dan serat glass (Chooped Strand Mat, dan Woven Roving), sebagai serat pelapis dengan tujuan agar matrik yang digunakan tidak getas dan gampang pecah serta memperbaiki sifat mekanik bambu dari kerapuhan. Matrik yang digunakan yaitu Resin Poliester jenis UPR Yukalac 157® BQTN-EX Series dicampur hardener. Kajian dilakukan untuk meneliti sifat mekanik komposit, dengan melakukan pengujian kekerasan Sceleroscope metode Shore, dan pengujian Impak Charpy. Dengan posisi serat vertical, yang mana untuk specimen uji yaitu komposit lapis I, II, dan III, sebagai pembanding,  dari masing-masing jenis lapisan menggunakan bambu ukuran 5:5 mm dan 1:5 mm, dilapisi material fiber glass. Setelah melakukan pengujian maka didapatkan data analisa pembahasan hasil pengujian jenis komposit yang menedekati nilai ideal serta minim dipengaruhi oleh factor-faktor yang dapat mengurangi sifat mekanik komposit yaitu terdapat pada komposit lapis II menggunakan bambu ukuran 1:5 mm dengan nilai kekerasan 66,6 shore, dan harga impak didapatkan 44,60 N.m, yang baik digunakan untuk dinding perahu sebagai material alternatip pengganti kayu, 
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ABSTRACT

At present businesses in Indonesian traditional boats from ancient times until now more dependent on wood as the main raw material in the manufacture of boats, which types of wood used as Ulin wood, Teak, Damar, and Katondeng and other -Other, very difficult to get both in the forest or in the market, therefore we need to think about alternatives wood substitute materials for walls made of a composite boat, because the composite material means a combination of two or more different materials are combined or mixed into a material's macroscopic useful. Composites in this study use of natural reinforcing fibers are Bambu Apus, as for the reason of using bamboo is a material that is sturdy, strong and lightweight and abundant materials commonly found tropical areas, especially in Indonesia and also bamboo has a tensile and bending properties are good. So we need to do research on composite manufacturing corrosion resistant, shatterproof, and resistant to impact the reef and the waves of the sea, that is the way to regulate the composition and characterization of raw materials pembentukanya. The purpose of this research is to improve bamboo meknik properties, and can be used for wall material alterantip boat as a wood substitute. So in this study, namely the type of composites made of natural fibers of bamboo lear as amplifier and fiber glass (Chooped Strand Mat, and Woven Roving), as the fiber coating in order matrix used is not brittle and fragile and improve the mechanical properties of the bamboo fragility. Matrix used is the type of UPR Yukalac Polyester Resin-EX Series 157® BQTN mixed hardener. The study was conducted to investigate the mechanical properties of the composite, with hardness testing methods Sceleroscope Shore, and Charpy Impact test. With the vertical position of the fiber, which is a composite test specimens layers I, II, and III, as a comparison, of each type of coating used bamboo size 5: 5 mm and 1: 5 mm, coated glass fiber material. After testing, the analysis of data obtained discussion of the results of the testing of composite types menedekati ideal and minimal value is influenced by factors that can reduce the mechanical properties of the composite that is contained in the composite layer II uses bamboo size 1: 5 mm with a hardness value of 66.6 shore, and the price impact is obtained 44.60 Nm, which is either used for the wall material alternatives boat as a substitute for wood,
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