
ABSTRACT

The wire is generally used for various purposes in the field of mechanical and eletrikal, such as anchoring the suspension bridge, crane car, the electricity cables, and power cables rumah.salah an important factor in the mechanical and wire used eletrikal is not allowed to drop out, because when breaking up may result in losses as well as the safety of the penggunanya.Pembuatan bragged pure copper wire cable used for electrical conductors carried by working the wire drawing. during the process of wire drawing copper wire led to a decline in the value of roughness of copper wire. However, the highest value of roughness of copper wires with a voltage value of 440 KN / mm2 and strain 0.65 and style KN 623.238 and 1246.47 w power and speed of withdrawal of 2cm / s. so the copper wire which has undergone the process of drawing, the value of copper wire is almost the same roughness. means to increase the percentage reduction of the discrepancies roughness value that is not too significant to roughness value of copper wire which has undergone the process of drawing
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ABSTRAK

Kawat pada umumnya banyak di gunakan untuk berbagai keperluan dalam bidang mekanikal dan eletrikal,seperti penahan jembatan gantung, mobil Derek, kabel listrik PLN,dan kabel listrik rumah.salah satu factor penting dalam mekanikal dan eletrikal adalah kawat yang dipergunakan tidak diizinkan putus,karena bila putus dapat menimbulkan kerugian serta mengencam keselamatan dari para penggunanya.Pembuatan kawat tembaga murni dimanfaatkan untuk kabel penghantar listrik dilakukan melalui pengerjaan drawing kawat. pada saat proses wire drawing kawat tembaga menyebabkan terjadinya penurunan nilai kekasaran kawat tembaga. Namun nilai kekasaran kawat tembaga tertinggi dengan nilai tegangan 440 KN/mm2 dan regangan 0,65 dan gaya 623,238 KN dan daya 1246,47 w dan kecepatan penarikan 2cm/s. jadi kawat tembaga yang sudah mengalami proses drawing, nilai kekasaran kawat tembaga  hampir sama. artinya  peningkatan persentase reduksi menyebabkan perbedaan nilai kekasaran yang tidak terlalu signifikan terhadap nilai kekasaran kawat tembaga yang sudah mengalami proses drawing.
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